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BASO PYRAMIDE eignet sich besonders f!r 
Anwendungsf"lle, bei denen auf Brandschutz 
in Kombination mit guter Schallabsorption 
Wert gelegt wird. Durch sein sehr niedriges 
Raumgewicht in Verbindung mit hoher 
Eigenstabilit"t kann BASO PYRAMIDE auch 
als selbsttragendes Schallschluck-Element 
eingesetzt werden.
 
M!gliche Anwendungsgebiete sind:
�N  Musik!bungsr"ume
�N  B!ror"ume und Call-Center
�N  Schieûanlagen (Decke)
�N  Maschinen- und Produktionshallen
�N  Elektronikindustrie

BASO ist ein #exibler, o$enzelliger Weich-
schaumsto$ mit beachtlichem Schallabsorp-
tionsverm%gen (Schallabsorber aus Basotect-
Schaumsto$). Insbesondere zeichnet er sich 
durch ausgepr"gte Brandschutzeigenschaf-
ten aus. 

Eigenschaften:
�N  Filigrane, o$enzellige Struktur
�N  Hohes Schallabsorptionsverm%gen  

!ber einen breiten Frequenzbereich  
(por%ser Absorber) 

�N  Lichtecht
�N  Schwer ent#ammbar 
�N  Farben: hellgrau (G) / weiss (W)
�N  Erh"ltlich in den St"rken 30 und 50 mm 
�N  Auf Wunsch mit Selbstklebeausr!stung (SK) 

erh"ltlich (Brandschutz B1 nicht gew"hr-
leistet) 

BASO PYRAMIDE is particularly suitable for 
cases in which &re retardancy combined with 
good sound absorption is of importance. Due 
to its very low density combined with a high 
degree of sturdiness BASO PYRAMIDE can 
also be used as self-supporting sound absorp-
tion element.

The following are examples of possible 
applications:
�N  Music practice rooms
�N  O'ces or call centres
�N  Shooting ranges (ceiling)
�N  Machine and production halls
�N  Electronic industry

BASO is #exible open-cell foam with a consi-
derable sound absorption capacity (Basotect 
foam sound absorber). Its most distinguishing 
feature is its excellent &re retardancy. 

Characteristics:
�N  Filigree, open-cell structure
�N  High sound absorption capacity over a 

wide frequency range (porous absorber) 
�N  Resistant to UV
�N  Flame resistant
�N  Colours: grey (G) / white (W)
�N  Available in thicknesses of 30 and 50 mm
�N  Available with self-adhesive layer (SK) 

(Fire retardancy B1 not guaranteed) 
 

Schallabsorptionsgrad  DIN EN 20354
Sound absorption ISO 354

Schallabsorptionsgrad �AS

Degree of sound absorption �AS

Frequenz [Hz]

Frequency [Hz] 

Technische Daten / Technical Data:

Raumgewicht
Density:

ca./approx. 9 kg / m3

Temperatureinsatz-
bereich
Temperature range:

- 40*C ± +150*C

W"rmeleitf"higkeit
Thermal conductivity:

ca./approx.  
0,035 W/mK

Brandverhalten
Burn behaviour:

FMVSS 302  
DIN 4102 B1

DIN EN 13501-1 C-s2-d0
UL 94 V0 + HF1

Technische Daten / Technical Data:

Schallschluckverm%gen
Sound absorption:

�N���N���N��

Reinigung
Cleaning:

�N������

Verformung / Strapazierf"higkeit
Warping and wear resistance:

�N��

Brandschutz
Fire retardancy:

�N���N���N��


